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The  storage  section  of  this  building  is  of  eco- 
nomical pole-type  construction.  Length  is  vari- 
able in  units  of  12  feet.  Eave  clearance  is  11 
feet  6  inches. 

Concrete  masonry  is  suggested  for  the  walls 
of  the  shop.  A  prefabricated  chimney  hung 
from  the  rafters  may  be  used  instead  of  a 
masonry  one.     The  door  is  14  feet  wide. 

The  clear-span  roof  is  designed  for  areas  not 
subject  to  high  winds  or  to  snow  loads  exceed- 
ing 10  pounds  per  square  foot.  However,  the 
working  drawings  give  details  on  construction 
For  snow  loads  up  to  20  pounds  per  square  foot 
and  winds  up  to  76  m.  p.  h. 


Complete  working  drawings  may  be  obtained  through 
your  county  agent  or  from  the  Extension  agricultural  en- 
gineer at  most  State  agricultural  colleges.  There  is  usu- 
ally a  small  charge. 

Order  Plan  No.  5849,  Machinery  Storage  and  Shop 
If  working  drawings  of  this  plan  are  not  available  in 
your  State,  write  to  the  U.  S.  Department  of  Agriculture, 
Agricultural  Engineering  Research  Division,  Plant  In- 
dustry Station,  Beltsville,  Md.  The  U.  S.  Department  of 
Agriculture  does  not  distribute  drawings,  but  will  direct 
you  to  a  State  that  does  distribute  them. 
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